
Hydrogen Gas Generator

Make: ANALAB | HSN Code: 84051010

www.analab.co.in

Supplied with Power Code, Operational & Instruction Manual with SOP, 1/8” Tubing Coil – 3 mtrs., 1/8” Union with 

Nut & Ferrules, Fuse – 02 Nos., Silicon Oring 40 mm OD x 3.5 mm thick and Warranty Card.

Hydrogen generators use PEM technology to produce high purity hydrogen by electrolysis pure water (avoid 

adding alkali). Hydrogen generator products is a kind of high-tech patented products with features of light weight, 

high efciency, energy saving and environmental protection. It can be used as ame gas and carrier gas for GC (gas 

chromatography), reaction gas for ELCD (conductivity detector), reaction gas for ED (atomic emission 

spectrometry detector).

• The higher purity hydrogen generator produces higher purity hydrogen by physical adsorption and chemical 

treatment. It’s purity is more than 99.9999%. (Available Optionally) 

• According to market research, when the output pressure of hydrogen used in chromatographic analysis exceeds 

4 kg/cm2, the test data will be more stable and reproducible. In addition, high pressure hydrogen shows its 

superiority in hydrogen charging of hydrogen absorption equipment (such as hydrogen storage alloy).

 • Hydrogen generator is also available with high pressure up 7 kg/cm2 (Available Optionally) 

 • The purity of hydrogen produced by pure water electrolysis is more than 99.999 %.

• LCD display: Flow, Pressure, alarm indication.

•  It can replenish water automatically to realize 24-hour unattended operation.

 • Signal output function, equipment operating state monitoring / alarm information transmission function / remote 

start and stop equipment and other reserved dry contact signals for users to use.

Features and Advantages



Technical Specification and Model Selection 

Speci�cation & design are subject to change without prior notice for our continuous development.
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Product Range

• •pH/mV/ºC/ORP Analyzer Conductivity/TDS/Resistivity/Salinity/ºC Analyzer 

•Multiparameter Analyzer (pH/ORP/Conductivity/TDS/Resistivity/Salinity/°C) 

•  • •Karl Fischer Titrator Auto Titrator Automatic Melting Point Apparatus 

• • •Flame Photometer Friability Test Apparatus Tablet Dis-integration Test Apparatus 

• • •Tap Density Test Apparatus Tablet Hardness Tester Leak Test Apparatus 

• •  •Tablet Dissolution Test Apparatus Ultrasonic Bath Electromagnetic Sieve Shaker

(Sonicator) Analytical Electronics Balance Halogen Based Moisture Analyzer• •  

•  • •Visible & UV-Vis. Spectrophotometer Nitrogen Gas Generator Zero Air Gas 

Generator Combination Nitrogen / Zero Air Gas Generator Air Drying Unit for TOC • •

Analyzer Dew Point Apparatus Gas Handling & Purication System Laboratory  • • •

Furniture & Fume Hood Exhaust Hood for AAS/ICP.•

Model

Output Flow Capacity

Output Pressure

Gas Purity

Output Flow Display

Power Consumed

Dimension 
(L x W x H)

Weight

Power Supply

H-300W H-500W H-500W7K H-500WHP H-1000W

0-300 
ml/min

H-1000W7K H-1000WHP

0 – 4 
kg/cm2

0-500 ml/min 0-1000 ml/min

0 – 7 
kg/cm2

0 – 4 
kg/cm2

0 – 4 
kg/cm2

0 – 4 
kg/cm2

0 – 4 
kg/cm2

0 – 7 
kg/cm2

99.999 % 99.9999 % 99.9999 %99.999 %

LCD/LED Display

< 150
Watts

< 300 Watts < 500 Watts

Approx. 
15 kg Approx. 20 kg Approx. 25 kg

230VAC ± 10%, 50 Hz

420 x 227 x 352 mm 485 x 368 x 352 mm




