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DESIGN QUALIFICATION

Design qualification (DQ) defines the functional and operational specifications of the
instrument. DQ should ensure that instruments have all the necessary functions and
performance criteria that will enable user to be successfully implemented for the intended
application and to meet business requirements.

TECHNICAL SPECIFICATION

pH

» Range
» Selectable Resolution
» Relative Accuracy

mV/ORP

» Range —mV/RmV
» ORP

» Resolution

» Relative Accuracy

Temperature

Range

Resolution

Relative Accuracy
Temperature Compensation
Temperature Calibration
Selectable Slope

YVVVYVVYY

» Total Numbers of Slope

> Display Reading

:-2.000 to 20.000pH
:0.1/0.01/0.001 pH
: 1+ 0.002 pH

:+2000.0

: EH auto calibration to standard hydrogen electrode
:0.1

:+ 0.2 mV OR 0.05%, whichever is greater.

:-5.0 10 130.0°C

:0.1°C

:+0.1°C

: Auto / Manual

: On site with in-built software
: 1) 80-120 %

2) 90-110 %
3) Customized slope (User adjustable)

: 4 slopes for Five-point calibration & 2 slopes for

Three- point calibration
Maximum 10 Slope’s depending upon points calibrated.

: Simultaneous - pH, mV & Temperature

» Result hold / un-hold : By “hold / un-hold” Key
> Result : Auto / Manual

Date

Signature

Analab Representative Checked by Approved by

End User Head of Department
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Technical Specification Cont..

> Auto Buffer Recognition

Calibration Reminder Alarm
Buffer Standard
» Error Messages

Y VvV

> Short Link

» Display
> Keypad

» Calibration Data Storage

» Analysis Data Storage

» Searching of data

» Report Formation

Date

:1)4.01,6.86/7.00,9.18 / 10.01 pH @ 25°C for Three points

(User adjustable)
2)1.68,4.01,6.86/7.00,9.18/10.01 & 12.45 pH @ 25°C
for Five points (User adjustable)

3) Ten pH Buffer, 6.86 / 7.00 @ 25°C for Multipoint
Calibration.

: 0-99 hours
:US/NIST/EURO /DIN
: “Bad Buffer / Electrode”, “Temperature Probe Error”,

“In-complete Calibration”, “Calibration Due”, “Low Memory”
& “pH Over Range”.

: To diagnose the problem either with Instrument OR

Electrode.

: 20 x 4 Line Alphanumeric Backlit LCD
: Membrane waterproof polycarbonate soft touch keypad

compliance to UL/ROHS

: Non-Volatile Memory which can store, print & view

calibration date & time, calibration done by, calibration point,
pH, mV, temperature, % slope, validation pH for Calibration
standard buffers, instrument serial number, instrument ID,
Model name, etc.

: More than 1500 analysis data can be stored, printed &

viewed with corresponding calibration data with company
name, analysis date & time, record number, batch

number / ID, sample name, username, pH, mV, temperature
reading, instrument serial number, instrument ID, model
name etc. Secondly, analysis data can be print online.

: With record number, batch number, date, date range and by

scrolling.

: As per GLP Compliance.

Signature

Analab Representative Checked by Approved by

End User Head of Department
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Technical Specification Cont

» 21 CFR Part-11 Compliance : e In-built with system for ease of operation without PC.

Printer Interface
Printer

PC Interface
PC Connectivity

e 2 Admin, 10 Reviewers, 40 Users & 1 Manufacturer with
individual Login ID & Passcode.

e Audit trail can store more than 5000 lines in instrument.

e Audit trail includes action taken, date & time, action taken
by whom.

e Audit trail can be transfer to PC through ANALABsafe
software and can print on 40 / 80 column dot matrix
printer.for record.

e Admins can set up operation permission of each Users &
Reviewers.

e Strict Admins control to audit and monitor usage and
access.

e Audit trail record can be printed with Date, Date Range
and by individual User’s ID.

e Once Audit trail transfer to the PC or Printer, system will
delete Audit trail records and before final deletion, the
system will give warning twice.

e Data integrity with database capability to store Analysis
Data, Calibration Data, Audit trail and Passcode in
instrument.

e No direct access to data from outside the instrument,
thereby creating a closed system.

e Audit traceability to ensure that the device and results are
appropriately handled.

e Auto User’s logout after defined Logout time.

e Auto Users & Reviewers block when password is entered
incorrectly 3 consecutive times.

: Centronics Parallel Port / Serial (RS-232 C) Port

: 40/ 80 Column Dot Matrix Printer

:USB Type - B

: By USB Interface Cable with Driver, ANALABsafe software to

transfer Analysis data in GLP format, Calibration data and
Audit trail from Instrument to PC in non-editable format

» Power Supply : DC Adaptor
Date
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Analab Representative Checked by Approved by

End User Head of Department
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DESIGN QUALIFICATION

The Design Qualification (DQ) for the pH pH/mV/°C/ORP Analyzer has been reviewed and
found acceptable for use.

INSTRUMENT : pH/mV/°C/ORP Analyzer
MODEL : pupHCal1o0

SR.NO. :

FINAL REPORT

REVIEWED AND
ACCEPTED BY
(Name & Designation)
DATE

Customer

Department

Head of Dept.

End User

Date

Signature

Seal of the Company

Analab
Representative

Date

Signature
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POST APPROVAL

Name and Designation of Authorized Person Signature Date

Prepared By: ANALAB SCIENTIFIC INSTRUMENTS PVT. LTD. - VADODARA

Reviewed By:

Approved By:
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Installation Qualification
&
Operational Qualification

pH/mV/°C/ORP Analyzer
Model: upHC al100



INSTALLATION & OPERATIONAL QUALIFICATION

Protocol Number : ASIPL/IQ-0Q/

Company Name

Location
Instrument : pH/mV/°C/ORP analyzer
Model : MpHCal1oo

Instrument Sr. No.

Protocol Approved By : Analab Scientific Instruments Pvt. Ltd.
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1 Installation Qualification: -

Installation qualification establishes that the ordered instrument is received as designed and
specified, that it is properly installed in the specified environment, and that this environment is
suitable for the operation and use of the instrument.

1.1. Instrument ldentification & Verification

Customer Purchase Order No. Date

Main System Contents

Sr. Describtion PO Received Remark
No. P Qty Qty. Ok | Not ok
01 pH/ mV/°C/ORP Analyzer

Model: ypHCalioo Make : ANALAB

02 | Combination Glass pH Electrode (0-70°C)
Standard Buffer Tablets

03 1(7.00,4.01 &9.18 pH )

04 | Temperature Probe

05 | Electrode Stand with Clamp & rod

06 | Dust Cover

07 | DC Adaptor

08 | USB Interface Cable

09 ANALABSafe software (To download from

www.analab.co.in)

10 | Operational & Instruction Manual with SOP

11 | Calibration test certificate

12 | Warranty Card

Optional (if ordered)

13 | DQ/IQ-OQ/PQ Documents

14

The supplied Instrument is according to the Purchase Order and as per specification.

Date

Signature

Analab Representative Checked by Approved by
End User Head of Department
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1.2. Pre-Installation Requisites & Verification

Check the installation place for fulfillment of manufacturer’'s recommendation. (Utilities such as
Power requirement, necessary chemicals and environmental conditions such as humidity,
temperature, light and dust etc. (Please refer Pre-Installation requisites attached with this

document.)
o Observation Remark
1l SoEiien Ok | NotOk | Pass Fail
No Damage and
Instrument & Accessories | Breakage to
appearance check instrument &
Accessories.
Installation Table space As per requirements
Leveling & Vibration. P 9 '
Power Requirements
e Connections sockets e 5 Amps. 02 no.
e Supply Voltage e 230V AC +/-10%
¢ Earth to Neutral ¢ Not more than
Potential 3 (Three) Volts.
Environment conditions.
;) iyn[l)lgf}’; Away from sunlight
) Air Dra No direct fan or AC
3) Room Temp. o o
- 15° ~50°C
4) Humidity o
20 ~80 %
5) Dust Free from dust
6) Flammable, Toxic & Free from V; or
Corrosive Vapors por.
. Printer should take
Instrument to printer
o command from
connectivity check
Instrument
Date
Signature
Analab Representative Checked by Approved by
End User Head of Department
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1.3. Installation Qualification Verifications

1.3.1.Instrument Identification & Verification

i Descriptions Rl
No. Yes No
A Items received as per Purchase Order
1.3.2.Pre Requisites Inspection
it Descriptions SEEn
No. Yes No
A Instruments & Accessories Checked for Damages
B | Table Space & Leveling
C | Power Supply Availability
D Environmental Requirements
E Instrument to Printer Connectivity
1.3.3.Standard & Optional Accessories (as ordered)
SR. DESCRIPTIONS RESULT
No. Yes No
A | Combination Glass pH Electrode ( 0-70°C)
B Standard Buffer Tablets (7.00, 4.01 & 9.18 pH )
C | Temperature Probe
D Electrode Stand with Clamp & rod
E Dust Cover
F DC Adaptor
G Operational & Instruction Manual with SOP
H Calibration test certificate
I Warranty Card
J USB Interface Cable with Driver
K | ANALABSafe software (to download from www.analab.co.in)
L DQ/IQ-OQ/PQ Documentation (Optional)
M
N
Date
Signature

Analab Representative Checked by
End User
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2 Operational Qualification

Operational Qualification (OQ) is the process of demonstration that an instrument will function
according to its operational specifications in the selected environment.

2.1. Customer Orientation & Training

Orientation for the end user/s will be performed as per the Instruction Manual.

Sr. . . . Verified
No Orientation Topic Status Yes No
1 Inst_rument Setup/C_onnectlwty with Accessories, Explained / Shown
Peripherals and Mains etc.
2 | Instrument Front Panel — Key Function Explained / Shown
3 | Instrument Back Panel — Connection Explained / Shown

Instrument Mode & its function

Mode 1 Calibration

Mode 2 Analysis

Mode 3 Analysis Data

Mode 4 Calibration Data

Mode 5 Utilities
Utility 01  Parameters
Utility 02  Printer Setting

4 Utility 03  Date / Time Explained / Shown
Utility 04  Temperature
Utility 05  Auto Logout Timer
Utility 06  Name Set
Utility 7 Instrument ID
Utility 8  System Update

Mode 6 Service

Mode 7 21-CFR Part 11

Mode 8 Calibration Check

5 | Instrument & Accessories Maintenance Explained / Shown

The Training on the above topics is given to following personnel

Personnel Trained Designation Location Verified

The Instrument orientation and training were carried out in accordance with the Instruction
Manual and found satisfactory.

Date

Signature

Analab Representative Checked by Approved by
End User Head of Department
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2.2. Operational Checking & Verification

Ensure all the connection of DC Power adaptor, electrode and ATC probe with the instrument.
(PL. refer instruction manual)

2.2.1.Power on Check

Remark

Requirement Conditions & Observation
Pass Fail

» Display shows Manufacturer’'s Name, Version no., Instrument
Serial No., Instrument ID No., Calibration Points, Temperature
probe status & will display factory set Company name on top line
and real date and time bottom line.

2.2.2.Calibration checks with pH Electrode and Slope check:

1) Take Standard Buffer Solutions of 1.68, 4.01, 7.00, 9.18/10.01,12.45 pH (Advisable to use
NIST traceable standards) and stable conditioned pH Glass combination Electrode.

2) Select Slope Value between 90 — 110 %

3) Enter in calibration mode i.e. Mode - 01

4) Wash the electrode thoroughly with de-lonized water. (Do not wipe the electrode ; this
causes a build-up of electrostatic charge on the glass surface)

5) Maintain the temperature of the buffers to 25°C +/- 2° C, and dip the electrode along with
temperature sensor in to buffers.

6) Dip Electrode and temperature sensor in 7.00/ 6.86 buffer.

7) Display will show measured value of 7.00/6.86 pH, mV and Temperature

8) Wait till measured pH reading stabilizes

9) Press ENTER key to confirm calibration. Analyzer is now calibrated to the 7.00 pH buffer
and updates the new value.

10)Rinse the Electrode and temperature sensor with distilled water and then dip it to the next
buffer solution.

11)Follow step no. 5.4.6 to 5.4.9 for 4.01 and 9.18/10.01,1.68 and 12.45 pH calibration points.

Date

Signature

Analab Representative Checked by Approved by
End User Head of Department

Page 8 of 13



2.2

Operational Checking & Verification:

Displayed Remark
Std. Buffer Used Calibration limit Results in .
P Pass Fail
Validation
STD.
Buffer Offset (< £30 mV)
Buffer 1 Slope 1 (90 — 110%)
Buffer 2 Slope 2 (90 — 110%)
Buffer 3 Slope 3 (90 — 110%)
Buffer 4 Slope 4 (90 — 110%)

Note: Calibration should perform with Minimum Three standards i.e. 4.01/6.86 or 7.00 and

9.18 or 10.01 pH ( set 7.00 pH buffer as STD)

2.2.3.Error Message Check

3;‘_ Observation at required conditions Pasl;{emarkFa“
01 | Bad Buffer / Electrode
02 | Temperature Probe
03 | pH Over Range
04 | In-complete calibration
05 | Calibration Due
06 | low memory
2.2.4.Data Saving & Printout Check
ﬁ:)‘_ Observation at required conditions OkRemaLIf)t Ok
01 | Check for the proper connection of Printer with instruments
02 _Switch Qn the Printer and load the paper as per printer’s
instructions manual.
03 | Select Mode 2 i.e. Analysis Mode and analyze unknown sample
04 Wait for some time till reading stabilizes and then press SAVE
key to save data (If manual save selected)
Date
Signature

Analab Representative Checked by

End User
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Approved by
Head of Department




2.3.

Operational Checking & Verification:

05 To take the printout of the same data press PRINT key, result
will print on printer.

06 Print Saved data from Mode 3 i.e. Analysis data by selecting
proper analysis record number

07 | Print last calibration report in Mode 4 i.e. CALIBRATION DATA.

08 | Print Audit Trail Report from Mode 7

2.2.5.User Management

Admin must set permissions to different users and reviewers and verify it. (Mark V or x)

Sr. Permissions Admin Reviewer User
No Apply | Check | Verify | Apply | Check | Verify | Apply | Check | Verify
01 | Delete Audit Trail
02 | Instrument ID
03 | pH Calibration
04 | pH Analysis
05 | Delete pH Analysis
06 | pH Calibration Point
07 | pH Slope
08 | pH Tolarance
09 | ORP Calibration
10 | ORP Analysis
Delete ORP analysis
11
data
12 | ORP standard
13 | Edit Date & Time
Date
Signature

Analab Representative

Checked by
End User

Page 10 of 13

Approved by

Head of Department




2.3. Summary of Operational Checking & Verification

:(R) DESCRIPTION PassRESULTFa"
01 | Power ON Check

02 | External mV Input Check

03 | Calibration Check with pH Electrode and Slope Check

04 | Error Message Check

05 | Data Saving and Printout check

06 | User Management

All system components and functions are operating satisfactory.

The Operational check and the verification were carried out in accordance with the operating
Manual and found satisfactory.

Date

Signature

Analab Representative Checked by
End User
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INSTALLATION & OPERATIONAL QUALIFICATION

The Installation Qualification (IQ) & Operational Qualification (OQ) final reports for the
pH/mV/ORP/Temperature analyzer have been reviewed and was found acceptable for user.

INSTRUMENT : pH/mV/°C/ORP analyzer
MODEL : pMpHCal1o0

SR.NO. :

FINAL REPORT

REVIEWED AND

ACCEPTED BY
(Name & Designation)
DATE

Customer

Department

Head of Dept.

End User

Date

Signature

Seal of the Company

Analab
Representative

Date

Signature

Page 12 of 13



POST-APPROVAL

Name and Designation of Authorized Person

Signature

Date

Executed By: ANALAB SCIENTIFIC INSTRUMENTS PVT. LTD. - VADODARA

Reviewed By:

Approved By:
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pH/mV/°C/ORP Analyzer
Model: upHC al100



PERFORMANCE QUALIFICATION DOCUMENT

Protocol Number : ASIPL/PQ/

Company Name

Location
Instrument : pH/mV/°C/ORP analyzer
Model Number : pupHCal1oo

Instrument Serial Number

Protocol Prepared By : Analab Scientific Inst. Pvt. Ltd. Vadodara
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PERFORMANCE QUALIFICATION

Performance Qualification (PQ) is the process of demonstrating that an instrument
consistently performs according to a specification appropriate for its use.

Note: PQ should always be performed under conditions that are similar to routine sample
analyses.

1. Aim

To ensure that the upHCal1oo is properly calibrated with traceable buffers. The test will check
and confirm that the correct pH values of different solutions are achieved.

2. Scope

Performance Qualification has to be performed in the case of new installation of an instrument,
or change in the location and / or as per FDA requirements.

3. Responsibility

The responsibility for the Performance Qualification lies with the system user.

4. Preparation for the Test

41. Apparatus Required:

1 Analab upHCal1o pH Analyzer 3 DOT matrix 80/40 column Printer
2 Combined Electrode with BNC 4 100 mL Flask 5 Nos.

connector with good resolution 5 Tissue Paper Roll.
4.2. Chemical Required:
1 Buffer Solution of 1.68 pH 4  Buffer Solution of 9.18/10.01 pH
2 Buffer Solution of 7.00/6.86 pH 5 Buffer Solution of 12.45 pH
3 Buffer Solution of 4.01 pH 6 Distilled Water 500 ml.

Note: Minimum Three buffers (sr.2, 3 & 4) require if three point calibration to be done.

Date

Signature

Analab Representative Checked by Approved by
End User Head of Department
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Note :

1

2
3

Ensure that the electrode and Temperature probe are properly connected at the
backside of instrument

Ensure that Printer cable relates to instrument and Dot Matrix Printer.

Use traceable Buffer Solutions.

5. Calibration and performance check of Instrument:

5.1. Enter in calibration mode by pressing MODE key and Select Five/ Three Point
Calibration and Enter in calibration mode.

5.2. Clean the Electrode and Temperature probe several times using distilled water and
remove the excess water with soft tissue paper.

5.3. Put the electrode and temperature probe in to 7.00/6.86-pH buffer solution and wait till
pH reading get stable and press ENTER twice. If offset value is within the limit of < +40
mV instrument will update the data.

5.4. Now put the electrode and temperature probe in any other buffer solution (i.e.1.68,
4.01, 9.18/10.01, 12.45) after cleaning with distilled water, and wait till display reading
gets stable. Press (ENTER) twice, if % slope value falls in the limiti.e. 80 to 120 % then
instrument will update the data.

5.5. Repeat above step for remaining buffers and update the data for those buffers.

5.6. Come out from calibration mode, and instrument will hold at analyses mode.

5.7. Enterin Analysis mode

5.8. Clean the electrode and temperature probe with distilled water and put in known pH
solution (i.e. in standard buffers) and check the reading, which should within specified
relative accuracy of +0.05 pH. Save all the readings.

5.9. Validated Result at Temp 25 °C in after Calibration.

Sr. Standard Buffer Validated Remark
. (+/-0.05pH)
No. Solution pH Value .
Pass Fail
01
02
03
04
05
Date
Signature
Analab Representative Checked by Approved by
End User Head of Department
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6. Record of Buffers used :

pH Buffer 7.00/6.86

Manufacturer

Batch No.

Quality

Date of Opening

pH Buffer 4.01

Manufacturer

Batch No.

Quality

Date of Opening

pH Buffer 9.18/10.01

Manufacturer

Batch No.

Quality

Date of Opening

pH Buffer 1.68

Manufacturer

Batch No.

Quality

Date of Opening

pH Buffer 12.45

Manufacturer

Batch No.

Quality

Date of Opening

6.1. List of Attachment :

Date

Signature

Analab Representative

Checked by
End User
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Approved by
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PERFORMANCE QUALIFICATION

The instrument has been validated using traceable solutions. The test protocols have been
filled in correctly and test results are documented. The system can be released for appropriate
use.

INSTRUMENT : pH/mV/°C/ORP analyzer
MODEL : ppHCal1o00

SR.NO. :

FINAL REPORT

REVIEWED AND

ACCEPTED BY
(Name & Designation)
DATE

Customer

Department

Head of Dept.

End User

Date

Signature

Seal of the Company

Analab
Representative

Date

Signature
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Name and Designation of Authorized Person Signature Date

Prepared By: ANALAB SCIENTIFIC INSTRUMENTS PVT. LTD. - VADODARA

Reviewed By:

Approved By:
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