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Design Qualification 

Design qualification (DQ) defines the functional and operational specifications of the 
instrument. DQ should ensure that instruments have all the necessary functions and 
performance criteria that will enable user to be successfully implemented for the intended 
application and to meet business requirements.  

Technical Specification 
 
pH 
 
 Range          :  - 1.00 to 15.00 pH  
 Resolution         :  0.01 pH 
 Accuracy         : ±  0.02 pH 
 Auto Buffer Recognition    :  7.00,4.01/ 9.18  / 10.01 pH  @ 25ºC 
 
mV 
 
 Range           :  ± 2000 mV 
 Accuracy         :  ±   0.2mV OR ± 0.05% of reading whichever is greater. 

 
 

Temperature 
 
 Range          :   0 to 130°C. 
 Resolution         :   0.1°C 
 Accuracy         :  ± 0.1°C. 
 Temperature Compensation  :   Manual 
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Technical Specification Cont.…. 
 
 
 Slope          :   80 -120 % 
 Total Numbers of Slope    :   1 slope  
 Measurement       :   pH , mV & Temperature simultaneously display 
 Display          :   16 x 2 Line Alphanumeric Backlit LCD 
 Error Massages       : *  pH over Range , * Bad Buffer / Electrode  
 Inputs          :    BNC, Ref. Connector, Power      
 Short Link         :    To diagnose the problem either in Instrument 
               OR electrode. 
 Power          :    DC Adaptor 
 
 Accessories        :   Combination Glass pH Electrode (0-70 °C ) with  
                 BNC Connector, Standard Buffer Tablets (7.00 &  
                         4.01pH), Electrode Stand consist of clamp, base  
               plate & rod, Dust Cover, DC Adapter, Operational &  
               Instruction Manual with SOP, Calibration Test  
               Certificate (Without Traceability Document) &  
               Warranty Card.  
 
 
The supplied Instrument is according to the Purchase Order and as per specification. 
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Design Qualification 
 

The Design Qualification (DQ) final report for the pH/mV/°C Analyzer  has been reviewed and 
was found acceptable for use.  
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INSTALLATION & OPERATIONAL QUALIFICATION 
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Model     : µpHCalM 

Instrument Sr. No.   : 
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1 Installation Qualification:- 
 
Installation qualification establishes that the ordered instrument is received as designed and 
specified, that it is properly installed in the specified environment, and that this environment is 
suitable for the operation and use of the instrument. 
 

1.1. Instrument Identification & Verification 
 
Customer Purchase Order No. ______________________          Date______________ 
 
Main System Contents. 
 

Sr. 
No. 

Description 
PO 
Qty 

Received 
Qty. 

Remark 
Ok Not ok 

01 
pH/mV/°C  Analyzer  
Model : µpHCalM        Make : ANALAB 

    

02 Combination Glass pH Electrode ( 0-70°C)     

03 
Standard Buffer Tablets 
(7.00,4.01 & 9.18 pH ) 

    

04 Electrode Stand with Clamp, base plate & rod     
05 Dust Cover     
06 DC Adaptor     
07 Operational & Instruction  Manual with SOP     
08 Calibration test certificate     
09 Warranty Card     

 Optional (if ordered)    
10 DQ/IQ-OQ/PQ Documents     

      
      

 
The supplied Instrument is according to the Purchase Order and as per specification. 
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1.2. Pre-Installation Requisites & Verification 
 
Check the installation place for fulfillment of manufacturer’s recommendation. (Utilities such as 
Power requirement, necessary chemicals, and environmental conditions such as Humidity, 
Temperature, Light and Dust etc. (Please refer Pre-Installation requisites attached with this 
document.) 
 

Item Condition Observation 
Ok Not Ok 

Instrument & Accessories 
appearance check 

No Damage and Breakage of 
the instrument & Accessories. 

  

Installation Table space Leveling & 
Vibration. 

As per requirements.   

Power Requirements 
 Connections sockets  
 Supply Voltage 
 Earth (Earth to       

Neutral Potential 

 
 5 Amps. 02 no. 
 230 V AC ± 10% 
 Not more than 
     3 (Three) Volts. 

 
 

 
 

Environmental conditions. 
 
1) Sunlight 
2) Air Draft 
3) Room Temp. 
4) Humidity 
5) Dust 
6) Flammable, Toxic & 
      Corrosive Vapors 

 
 
Away from sunlight 
No direct fan or AC 
15   ~ 50 C 
20 ~ 80 % 
Free from dust 
Free from vapor. 

  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
  

Date  :  
______________________________________________________________________________ 
          

Signature  :  
 
                             __________________         __________________         ___________________  
                             Analab Representative              Checked by                                  Approved by  

         End User                              Head of Department   
 

Page 5 of 9 

1.3. Installation Qualification Verifications 
 
1.3.1. Instrument Identification & Verification 
  

Sr. 
No. 

Description 
Result 

Yes No 

A Items received as per Purchase Order   
 
1.3.2. Pre-Requisites Inspection 

 
Sr. 
No. 

Descriptions 
Result 

Yes No 

A Instruments & Accessories Checked for  Damages   

B Table Space & Leveling   

C Power Supply Availability   

D Environmental Requirements   
 
1.3.3. Standard  & Optional Accessories (as ordered) 
 

Sr. 
No. 

Descriptions 
Result 

Yes No 

A Combination Glass pH Electrode    

B Standard Buffer Tablets (7.00 ,4.01 & 9.18 pH )   

C Electrode Stand with Clamp, base plate & rod   

D Dust Cover   

E DC  Adaptor    

F Operational & Instruction  Manual with SOP   

G Calibration  test certificate   

H Warranty Card   

I DQ/IQ-OQ/PQ Documents   

J    
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2 Operational Qualification 
 
Operational Qualification (OQ) is the process of demonstrating that an instrument will function 
according to its operational specifications in the selected environment. 
 

2.1. Customer Orientation & Training 
 
Orientation for the end user/s will be performed as per the Instruction Manual. 
  

Sr.
No. 

Orientation Topic Status 
Verified 

Yes No 

1 
Instrument Setup/Connectivity with 
Accessories, Peripherals and Mains etc. 

Explained / Shown 
  

2 Instrument Front Panel – Key Function Explained / Shown   

3 Instrument Back Panel – Connection Explained / Shown   

4 

Instrument’s function keys 
 Calibration  
 Analysis  
 Manual Temp. Setting 
 Mode 
 Enter / Esc. Keys 

Explained / Shown 

  

5 Instrument & Accessories Maintenance Explained / Shown   
 
The Training on the above topics is given to following personnel 
 

Personnel Trained Designation Location Verified 
    

    

    

    

 
The Instrument orientation and training were carried out in accordance with the Instruction 
Manual and found satisfactory. 
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2.2. Operational  Checking & Verification  
 
Ensure all the connection of DC Power adaptor, electrode and Temperature probe with the 
instrument. (Pl. refer instruction manual)  
 
2.2.1. Power on Check 
 

Requirement Condition & Observation 
Remark 

Pass Fail 
 Display shows Manufacturer’s Name    

 
2.2.2. Calibration check with pH Electrode and Slope check 
 
Take Standard Buffer Solutions of  4.01, 7.00 pH  (Advisable to use NIST traceable 
standards) 
 
 Connect supplied pH Electrode to BNC connector at back panel 
 Check the calibration by pressing Calibration Key 
 Put electrode one by one to 7.00,4.01 pH standard for Calibration with proper   
      cleaning of electrode bulb every time while changing from one to another solution. 
 Note down the reading. 

 

Std. Buffer Used Expectable  limit 
Displayed Results 
in Analysis Mode 

Remark 
Pass Fail 

7.00 pH Between   6.95 - 7.05    
4.01 pH  Between    3.96 – 4.06    

 
2.2.3. Error Message Check 

 
Sr. 
No. 

Observation at required conditions 
Result 

Pass Fail 
01 Over Range pH Value   
02 ATC Probe Error by disconnecting ATC Probe   

03 
Electrode/Buffer Error at invalid calibration solution/Defective 
Electrode  
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2.3. Summary of Operational Checking & Verification  
  

Sr 
No. 

Description 
Result 

Pass Fail 

01 Power ON Check   

02 Calibration check with pH Electrode and Slope check   

03 Error Message Check   

 
All system components and functions are operating satisfactorily. 
 
The Operational check and the verification were carried out in accordance with the operating 
Manual and found satisfactory. 
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Installation & Operational Qualification 
 

The Installation Qualification (IQ) & Operational Qualification (OQ) final reports for the 
pH/mV/°C Analyzer has been reviewed and was found acceptable for use.  
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PERFORMANCE QUALIFICATION DOCUMENT 
 
 
Protocol Number   :  ASIPL/PQ/ 

Company Name   : 

Location    : 

Instrument    :  pH/mV/°C Analyzer  

Model Number   :  µpHCalM 

Instrument Serial Number : 

Protocol Prepared By  :  Analab Scientific Inst. Pvt. Ltd. Vadodara  
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Performance Qualification 
 
Performance Qualification (PQ) is the process of demonstrating that an instrument consistently 
performs according to a specification appropriate for its use. 
 
Note: PQ should always be performed under conditions that are similar to routine sample 
analyses. 
 

1. Aim 
 
To ensure that the pHCalM is properly calibrated with traceable buffers. The test will check and 
confirm that the correct pH values of different solutions are achieved. 
 

2. Scope 
 
Performance Qualification has to be performed in the case of new installation of an instrument, 
or change in the location and / or as per FDA requirements. 
 

3. Responsibility 
 
The responsibility for the Performance Qualification lies with the system user. 
 

4. Preparation for the Test 
 
 
4.1. Apparatus Required:  
 

1 pH/mV/°C Analyzer  
Model : µpHCalM 

2 Combined glass pH Electrode 
with BNC connector 

3 100 mL Flask 3 Nos. 
4 Tissue Paper Roll. 

 
4.2. Chemical Required:  
 

1 Buffer Solution of 7.00 pH 
2 Buffer Solution of 4.01 pH 

3 Distilled Water 500 ml. 
4 Wash Bottle 

 
 
 
 
 
 



 

Date  :  
______________________________________________________________________________ 
          

Signature  :  
 
                             ___________________      __________________             ___________________  
                             Analab Representative              Checked by                                  Approved by  

         End User                              Head of Department   
 

Page 3 of 5 

Note : 
 
1 Ensure that the electrode and Temperature probe are properly connected at the backside 

of instrument 
2 Use traceable Buffer Solutions. 
 
5. Calibration and performance check of Instrument: 
 
5.1. Press calibration key to check calibration. 
5.2. Clean the Electrode several times using distilled water and remove the excess water 

water with soft tissue paper.  
5.3. Dip the electrode and temperature probe in to 7.00-pH buffer solution and wait till pH  

reading get stable and press ENTER. If offset value is within the limit of  30 mV  
instrument will update calibration data. 

5.4. Now dip the electrode and temperature probe in second buffer solution (i.e.4.01 or  
9.18 pH) after cleaning with distilled water and wait till display reading gets stable.  
Press ENTER twice, if % slope value falls in the limit i.e. 80 to 120 % then instrument  
Will update the data. 

5.5. Press ESC key to come out from Calibration. 
5.6. Press Analysis Key to perform Analysis 
5.7. Clean the electrode and temperature probe with distilled water and put in known pH  

solution (i.e. in standard buffers) and check the reading, which should within  
specified relative   accuracy   of  0.05 pH. Save all the readings. 

 
 

Result at Temp 25 ºC in Analysis after Calibration. 
 

Sr. 
No. 

Std. Buffer 
Solution 

Expected 
Value 

Measured Value 
Remark 

Pass/Fail 
01 7.00 6.95 - 7.05    
02 4.01 3.96 - 4.06   
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6. Record of Buffers used : 
 

pH Buffer 7.00  

Manufacturer  

Batch No.  

Quality  

Date of Opening  

  

pH Buffer 4.01  

Manufacturer  

Batch No.  

Quality  

Date of Opening  
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Performance Qualification 
 
The instrument has been validated using traceable solutions. The test protocols have been 
filled in correctly and test results are documented. The system can be released for appropriate 
use. 
 
INSTRUMENT        : pH/mV/°C Analyzer 
MODEL    :          µpHCalM 
SR.NO.    :   
FINAL REPORT   : 
REVIEWED AND  
ACCEPTED BY   : 
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DATE     : 
 

Customer  

Department  
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Signature  
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